Overhead Crane Wire Rope Specifications

Compacted Ropes
6x36 Wire Core
Diameter Secfion Minimum
breuking load
inch
———
472.0 412
32 1-1/4 537.0 4.69 936
34 1-3/8 599.4 5.23 1037
36 - 671.9 5.86 1163
38 1-1/2 753.9 6.57 1302
40 - 8411 7.34 1450
42 1-5/8 9273 8.09 1598
44 1-3/4 1017.7 8.88 1754
46 - ma.i 9N 1804
48 1-7/8 1210.9 10.58 1964
50 7 1313.9 11.48 2131
52 - 14121 12.33 2266
54 - 1522.8 13.29 2443
56 - 1631.2 14.23 2617
58 - 1742.8 15.20 2796
60 - 1861.6 16.24 2994
62 - 1984.0 17.31 3198

f - Fill Factor k - Spinning Loss Factor

/1y Mever use with swivel 0665 0.800




PIR — Plastic Impregnated Ropes

8x19 PIR (Plastic Impregnated Rope)

Diameter Section Minimum
breaking load
inch mm? kM kM
| | weowra awomra |

AN 0.20 - 418

7 - 27.3 0.24 - 48.5

1.2 - 28.9 0.26 - 51.6
516 358 0.32 - 65.6

- 45.6 0.4 - 83.5

10 - 56.9 0.51 - 104

1 716 69.9 0.63 - 128
12 - 82.0 073 - 150.5
13 1/2 95.8 0.86 - 255

14 9/16 110.4 0.99 - 202
15 - 1275 1.14 - 233.4
/1y Never use with swivel 0.770 ) 0.845




8x26 PIR

Diameter Mass Minimum
breaking load
inch L kag/m kM kN
| weomps 2wompo
16 5/8 140.1 1.26 231 245
18 - 177.3 .59 292 310
19 3/4 197.5 T 326 345
20 - 218.9 1.96 361 382
22 7/8 264.8 237 447 463
23 - 201.2 2.60 481 503
24 - 317.1 2.83 523 548
254 1 A5 R2 3.17 586 614
26 - 3721 sl 614 643
a7 - 401.3 3.58 655 685
28 1-1/8 420.8 72 705 737
29 - 4514 3.99 756 790
30 - 4831 427 809 846
32 1-1/4 549.6 486 920 962

f - Fill Factor k - Spinning Loss Factor

/1y Never use with swivel 0695 0.845 0.810




8x31 PIR

Diameter Section Minimum
breaking load
inch - kN
1960 MPa 2160 MPa
34 1-3/8 619.4 5.56 1030 1051
35 - 669.3 6.09 1091 m4
36 - 708.1 6.44 1161 186
38 1-1/2 789.0 7.18 1294 1321
40 - 874.2 7.96 1434 1464
41.3 - 932.0 8.48 1529 1561
42 1-5/8 960.2 8.74 1578 1611
44 1-3/4 1053.8 9.60 1728 1765
445 - 1077.9 9.62 1768 1805
46 - 1N51.8 10.49 1889 1929
48 1-7/8 1254.1 11.42 2057 2100
50 2 1342.3 12.15 2223 2269
51 - 1396.5 12.64 2303 23h1
52 - 1451.8 13.14 2394 2444
54 2-1/8 1565.6 14.17 2582 -
56 - 1683.7 15.24 2776 -
58 2-1/4 1806.2 16.35 2978 -

f - Fill Factor k - Spinning Loss Factor

/Ty Mever use with swivel 0.695 0.839 0777




8x36 PIR

Diameter Minimum
breaking load

kN
1960 MPa

3192
62 - 3408
64 - 3632
65 - : 3746
f- Fill Factor k - Spinning Loss Factor
& Mever use with swivel ﬂﬁgﬂ GBB?
9x17 PIR
Diameter Section Minimum
breaking load
inch z 4 kM
1960 MPa 2160 MPa
16 5/8 135.4 1.20 219 239
18 - 171.7 1.54 277 302
19 3/4 191.4 |72 308 336

f - Fill Factor k - Spinning Loss Factor

/My Hever use with swivel 0675 0.830 0.815




9x26 PIR

Diarmneter Mass Minimum
breaking load

inch : ka/m \ kM
1960 MPa 2160 MPa

192 346 375
2.31 416 450
2.74 493 534
3.02 545 586
317 569 611
3.28 592 631
3.75 677 721
3.89 700 746
4.95 763 814
4.84 868 926
I3 Mavar use with suivel 0.675 0.830 0.815
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9x31 PIR

Diameter Section Minimum
breaking load
inch mm? K kN kN
1960 MPa 2160 MPa
34 1-3/8 617.5 5.56 1015 1075
ik - 652.9 5.88 1104 155
36 - 689.2 6.21 168 1227
38 1-1/2 763.9 6.90 1290 1362
40 - 857.6 7.76 1401 1487
4 - 918.4 8.24 1482 1558
42 - 9538 8.73 1563 1631
44 - 1051.3 9.5] 1716 1785
46 - n42 10.31 1870 1945
48 - 1235.3 11.18 2030 2106
50 - 1343.2 12.17 2198 2272
5 Movvar.unm it setenl 0.675 0.830 0.815

9x36 PIR
Diameter i Mass Minimum
breuking load
inch ka/m
———
1443.4 12.99 2343 2405
54 - 1556.6 14.01 IR2T 2594
56 2-1/8 1674.0 15.07 2716 2789
58 - 17842 16.03 2934 3012
60 - 1914.6 17.24 3160 3244
62 2-3/8 20800 18.75 3402 3492
64 - 2186.4 19.98 3625 3721

f - Fill Factor k - Spinning Loss Factor

/M Mever use with swivel 0.675 0.830 0.790




Compacted and Non-Rotating Ropes

24x7 Compacted and Non-Rotating Rope

Diameter Section Minimum
breaking load

mm inch mm? kN
| weowe |

8 5/16 34.4 0.31 56

- 43.6 039 71

10 = Sl 0.48 88
1 716 ol 0.58 107.4
12 & 775 0.69 127
12.5 S 84.1 0.75 138
13 1/2 91.0 0.81 147
14 9/16 106.0 0.94 175
15 = 121.1 1.07 197
16 5/8 137.8 .22 224
18 = 174.4 1.54 283
19 3/4 194.3 172 315
20 z 2153 11 350
21 = 2 2.10 385
22 7/8 260.5 AaH 423

f - Fill Factor k - Spinning Loss Factor

/N Never use with swivel 0.685 0.832




24x17 Compacted and Non-Rotating Rope

Diameter Minimum
breaking load

mm inch mm? kN
| wewe
24 - 314.1 2.87 507
25.4 1 351.9 EA 568
28 1-1/8 427.6 3.90 690
30 - 490.8 4.48 792
B 1-1/4 558.5 5.09 901
34 1-3/8 630.5 L 1017
36 - 697.5 6.23 1105
38 1-1/2 T 6.94 1231
40 - 850.9 7.63 1364
42 - 949.3 8.48 1503
44 - 1041.9 9.30 1650
&b Never use with swivel 0.689 0.817

35x7 Compacted & Non-Rotating



Diameter Mass Minimum
breaking load

inch - kg/m kN kN
| | [ omn zeomea
28 1-1/8 4331 3.87 698 760.8
29 - 464.6 4.15 749 816
30 - 497.2 4.44 801 873
32 - 565.7 5.05 912 994
34 1-3/8 638.6 SR 1029 Nn22
36 - 715.9 6.40 1154 1258
38 1-1/2 1977 713 1285 1401
40 - 883.8 7.90 1424 1553
42 1-5/8 974.4 8.71 1570 1712
44 - 1069.4 9.56 1723 1879
46 - 1168.9 10.45 1884 2053
48 1-7/8 1272.7 1n.37 2051 2236
0.700 0.823 0.813
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