Mobile Lattice Boom / Crawler Crane Rope Specifications
KEY: RR = rotation resistance; C = compacted; PIR = Plastic Impregnation W = Warrington Core

Hoist & Auxiliary Ropes

28x7RR+C+W

Diameter Mass Minimum
breaking load
inch ' kg/m kN kN
|| weomr zeoma |

10 - 55.3 0.49 89.1 99
1 716 66.9 0.59 107.8 119.8
12 - 79.6 0.71 128.3 142.6
13 1/2 93.4 0.83 150 167.3
14 9/16 108.3 0.96 174.6 194.0
15 - 124.3 1.10 200 222.8
16 5/8 141.4 1.25 228.1 253.4
17 - 159.7 1.42 260 286.7

f - Fill Factor k - Spinning Loss Factor

0.700 0.823 0.830

32x7TRR+C+W
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Diameter Mass Minimum

breaking load
inch kg/m kN kN
||| weomra awompa_
18 - 177.2 1.59 286 317.6
19 3/4 197.4 1.77 319 356
20 - 218.8 1.96 353 392.2
21 - 241.2 2.16 389 432.4
22 7/8 264.7 2.38 427 474.5
23 - 289.3 2.60 467 518.6
24 - 315.0 2.83 508 564.7
25 1 341.8 3.07 551 612.7
26 - 369.7 3.32 596 662.7
0.700 0.823 0.830
35x7RR+C+W

Diameter Mass Minimum
breaking load
inch ' kg/m kN kN
|| [ o zeoma_
28 1-1/8 433.1 3.87 698 760.8
29 - 464.6 415 749 816
30 - 497.2 4.44 801 873
i - 565.7 5.05 912 994
34 1-3/8 638.6 571 1029 Nn22
36 - 715.9 6.40 154 1258
38 1-1/2 797.7 7.13 1285 1401
40 - 883.8 7.90 1424 1553
42 1-5/8 974.4 8.7 1570 1712
A4 - 1069.4 9.56 1723 1879
46 - 1168.9 10.45 1884 2053
48 1-7/8 1272.7 1n.37 2051 2236

f - Fill Factor k - Spinning Loss Factor

0.700 0.823 0.813




35x26 RR+ C+ W

Diameter Section Mass Minimum
breaking load
mmm inch mmm? kg/m kN
I | meowe
68 - 2602.7 23.42 4352
70 - 2758.0 24.82 461
72 - 2917.9 26.26 4879

f - Fill Factor k - Spinning Loss Factor

0.717 0.774

35x31RR+C+W




Diameter i Mass Minimum
breaking load

inch 8 kg/m kN kN
[ s avsomn
74 - 3040.2 AT - 5046
76 3 3206.8 28.87 - 5322
78 - 3377.8 30.41 - 5606
80 - ShE 31.99 - 5897
82 - 3718.5 33.47 - 6172
84 - 3825.2 34.20 - 6410
86 - 4009.5 35.85 - 6719
89 3-1/2 42941 38.40 - 7196

f - Fill Factor k - Spinning Loss Factor

0.724 0.850 0.742

35x36 RR+ C+W

Diameter Section Mass Minimum
breaking load
inch kg/m
———

4706.6 42.01 8043
97 - 5120.2 4570 8750
100 - 54418 48.57 9299
102 - 5661.7 50.54 9675
109 - 6331.4 56.81 10800

f - Fill Factor k - Spinning Loss Factor

0.690 0.870




49x36 RR+ C+W

Minimum
breaking load
2060 MPa
n3 4-1/2 6804.7 61.05 11607
18 - 7420.2 66.57 12657
121 - 7802.3 70.00 13309
25 - 8326.6 7471 14204

f - Fill Factor k - Spinning Loss Factor

0.680 0.870
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